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The study on the recycling cOncrete froHl Mァastes to produce useful aggregate for
ne、v concrete COntributs tO the solutiOn 01twO problems  frhe first, there is the
shOrtage of aggnegate for cOncrete frOm river and, secondary, there is the x/aste
dispo磁l prOblem
ln this study, the elastic and plastic prOperties Of recycled concrete 、vhich Ⅵras
produced by the crused、vaste concrete in place Of the conventional coarse aggregate,
are experimenta■y i vestigated Many kinds Of test cOncerning with modulus Of
elasticity,drying shrinkage and creep of recycled concrete,M′ere carried out and the
results Obtained from these experirnents are discussed comparing 、vith hat of
concrete containing conventional coarse aggregate.
ThrOugh these investigatiOns, it may be concluded that the elastic and plastic
properties Of the recycled concrete can be presumed by considering in relation
together tO the properties of aggregate produced frOm crused concrete and cOncrete
containilag conventional coarse aggregate
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2.実験 概 要 ―卜は,径が10～20 cm程度の大きさのブ
ロックとして打
設し,28日間水中養生したあとシートをかぶせて屋外に
1      2,1 実験計画                  放置しておいた。破砕はコンクリー トの材令3～4ヶ月1     
本実験は,再生コンクリー トの変形挙動を明らかにす  で,ジョークラッシャー (ラサエ業製,シングルトッグ
I    るために計画したもので,静的圧縮試験による応力～ひ  ルクラッシャー107型)を用いて行った。破砕物の最大
ずみ特性に関する実験,クリープ,乾燥収縮に関する実験  寸法は25 mm程度になるようにクラッシャーを調整し,ま
が含まれる。なお,実験はそれぞれの要因について,再  た破砕物は5 mllふるいでふるって細粒をとり除き,再生













Table II  M? prOportion of original concrete
Table I  Test program
Table III  WI? proportions of concrete
Items Performance
Concrete
RecycledR―I, R―H, R III
ControlC―I, C―H, C―HI
Sustained comp stress0,1斃,|∝孝
Static comp testStress‐strain curve
Comp.strength
Young's modulus
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2.3 コンクリートの示方配合
再生コンクリー トの配合は,スランプ7 5cm,単位セ
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Fig。 3 Rёlatiotthips betweem modulus of
elasticity and compressive strength
―R―I
――C-1
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Fig.5 Results of creep tes偽
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Fig. 7 Estiュna on of creep of recycling
concrete
4.結  び
本研究は,コ‐ンクリート破砕物を粗骨材として使用し
た再生コンクリートの弾塑性的挙動を把握するために行
ったものである。再生コンクリートの静的圧縮載荷実験,
乾燥収縮,クリー プに関する実験を通して得られた結果
を以下に要約して本論文の結びとする。
(1)再生コンクリートの応力～ひずみ関係は,対応す
る普通コンクリートと比較して,原点までの立上がり勾
配が小さく,比較的低応力の領域から上に凸の曲線とな
る。また再生コンクリートのヤング係数は,同程度の圧
縮強度を有する普通のコンクリー トと比較して,およそ
85%程度となる。
修)再生コンクリートの乾燥収縮ひずみは,初期には
